M1A1/A2 Tanks...

1% inches, NSN 5305-00-432-3755
1 % inches, NSN 5305-00-724-7219
2 inches, NSN 5305-00-071-2071

PUT THE RIGHT BOLT IN THE RIGHT
HOLE AND YOU'RE GOOD TO GO.

MIX UP THE 11/4-IN BOLTS WITH THE
11/8-IN BOLTS, THOUGH, AND YOU
COULD END UP WITH A HOLE PUNCHED
IN THE NBC CONDENSER. THAT PUTS
THE NBC SYSTEM OUT OF ORDER AND
MAKES YOUR TANK NMC.

THE 2-IN BOLTS AREN'T A PROBLEM
BECAUSE THEY ARE 1/2 INCH WIDE
AND WON'T FIT IN THE 5/8-IN
DIAMETER HOLES.
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HOW TO
AVOID ANY
MIX-UPS. ..
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THE 11/4-IN BOLTS GO IN
THE RETAINING PLATES
THAT JOIN EACH OF THE
COVERS TOGETHER. PO
NOT ADD A WASHER TO
THESE BOLTS. TORQUE
'EM TO 100-105 LB-FT.

(O 1Vainch bolt

> HEY, SHORTY,
B N v s e YEAH, BUT I
S ® ON You! WON'T PUNCH A
/ HOLE IN THE NBC
‘ s A 4 EITHER!
0 Measure A~ -
P /‘\_ \\-‘
~ g
N o = s e
— o MW , O
7 o = 35
/;3 2 S S e— . R
— —T W —
3 |
r
e o
Su— e e —— ——
e e - e o - - - = — = = P
l l THE 11/8-IN BOLTS GO IN THE FOUR INBOARD HOLES
TO THE NAKED . THE BOLTS 8-
_( B e T conee ON THE TWO SMALLER PLATES. MAKE SURE YOU
EYE, /8 INCH TO THE NBC SPONSON THAT HOLD Ee.
DOESN'T SEEM ——  ACCESS ZOVERS ON THE ACCESS INCLUDE A FLAT WASHER, 5310-01-379-9615, INBOARD SIDE
TO HELP HOLD THE BOLT IN
LIKE MUCH... MIAT AND MIAZ TANKS, COVERS IN
THE DIFFERENCE IS PLACE COME PLACE AND TORQUE THE (O 2-inch bolt
IN THREE BOLT TO 100-105 LB-FT. ‘
S/IZES... | (O 1%-inch bolt

ALL OF THE OUTBOARD HOLES AND THE TWO INBOARD HOLES ON THE LARGE PLATE
TAKE 2-/N BOLTS, NSN 5305-00-071-2071, WITH WASHER, NSN 5310-01-379-9615.
TORQUE THESE BOLTS TO 75-80 LB-FT.
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WHEN REMOVING THE ACCESS COVERS, YOU CAN SAVE
YOURSELF A BIG HEADACHE BY MARKING EACH BOLT AND THE
HOLE IT GOES INTO WITH A DAB OF COLORED PAINT.

USE A DIFFERENT COLOR FOR EACH SIZE BOLT.
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YOU CAN ALSO
TRY TAGG/NG THE
HARDWARE AS You
TAKE IT OFF. NSN
9905-00-537-8955
GETS 60 REUSABLE
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WHEN LIFTING THE
ACCESS COVERS, GO
EASY. FORCING THE
COVERS WILL BREAK
THE LOCATOR CLAMP
SCREWS. THEN, THE
ENTIRE TURRET HAS
TO BE REMOVED IN

WIRE TAGS.
|

ORDER TO REPLACE
kme SCREWS.




